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CLAIMS 

What is claimed is: 



1 . A mobile cximmunication device comprising 

one or more components to report on one or more events to contribute to 
Identification of a user wellness verification condition; and 

logic operatively coupled to the components to monitor and receive said 
reporting, to identify user wellness verification conditions based at least in part on 
said reporting or absence of said reporting, and to solicit, in response to each 
identification, a user of the mobile communication device to verify wellness of the 
user. 

2. The mobile communication device of claim 1 , wherein said one or more 
components are equipped to report a low battery condition, and said logic is 
equipped to monitor tfie reporting of a low battery condition, identify the reporting as 
a user wellness verification condition, and solicit the user to charge the device within 
a required time period. 

3. The mobile communication device of claim 1 , wherein said one or more 
components are equipped to report idleness the mobile communication device, and 
said logic is equipped to monitor the reporting, identify the idleness as a user 
wellness verification condition when the idleness becomes excessive, and solicit the 
user to use the device within a required time period. 
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4. The mobile communication device of claim 1 , wiierein said one or more 
components comprise a motion sensor to sense and report on motion of the mobile 
communication device, and said logic is equipped to identify at least a selected one 
of the mobile communication device having been stationery for a period, and the 
mobile communication device having experienced a rapid change in altitude in 
excess of a change rate threshold. 

5. The mobile communication device of claim 1 , wherein said logic is equipped 
to cause the mobile communication device to simulate receipt of a call to attempt to 
get the user's attention, on identifying a user wellness verification condition. 

6. The mobile communication device of claim 1 . wherein said logic is equipped 
to solicit the user, in response to an Identification of a user wellness verification 
condition, to follow one or more instructions to demonstrate the user is well. 

7. The mobile communication device of claim 1 , wherein said logic is equipped 
to solicit the user, in response to an identification of a user wellness verification 
condition, to perform at least a selected one of answering a prompt and touch one or 
more keys to demonstrate that the user is well. 

8. The mobile communication device of claim 1 , wherein said logic is further 
equipped to report, on failure of the user to satisfactorily interact with the mobile 
communication device as solicited, the failure. 

9. The mobile communication device of claim 8. wherein said logic Is equipped 
to perform at least a selected of placing a call and sending a text message to a 

-18- 



wo 2004/091107 



PCT/US2004/009987 



designated party, in response to the user failing to satisfactorily interact with the 
mobile communication device as solicited. 

1 0. The mobile communication device of 9, wherein the designated party is a 
party selected the party group consisting of a message service, a health care 
provider, a family member, and a relative. 

1 1 . The mobile communication device of claim 1 , wherein the mobile 
communication device is a mobile communication device selected from the 
communication device group consisting of a wireless mobile phone, and a personal 
digital assistant equipped with communication capabilities. 

12. A interchangeable cover for mobile communication device comprising: 
a cover body; and 

one or more components embedded In the txjver body having at least a 
selected one of data and logic to at least contribute to enabling the mobile 
communication device to monitor and receive reporting of events, to identify user 
wellness verification conditions based at least In part on said reporting or absence of 
said reporting, and to solicit, in response to each Identification, a user of the mobile 
communication device to verify wellness of the user. 

1 3. The interchangeable cover of claim 12, wherein said at least a selected one of 
data and logic Is equipped to at least contribute to causing the mobile 
communication device to simulate receipt of a call to attempt to get the user's 
attention, on identifying a user wellness verification condition. 
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14. The interchangeable cover of claim 1 2, wherein said at least a selected one of 
data and logic is equipped to at least contribute to solicit the user, In response to an 
identification of a user wellness verification condition, to follow one or more 
Instructions to demonstrate tfie user is well. 

1 5. The interchangeable cover of claim 1 2, wherein said at least a selected one of 
data and logic is equipped to at least contribute to solicit the user, in response to an 
Identification of a user wellness verification condition, to peri'onn at least a selected 
one of answering a prompt and touch one or more keys to demonstrate that the user 
is well. 

1 6. The interchangeable cover of clalnrj 1 2, wherein said at least a selected one of 
data and logic Is further equipped to report, on failure of the user to satisfactorily 
interact with the mobile communication device as solicited, the failure. 

1 7. The interchangeable cover of claim 1 6, wherein said at least a selected one of 
data and logic is equipped to at least contribute to peri^omiing at least a selected of 
placing a call and sending a text message to a designated party. In response to the 
user falling to satisfactorily Interact with the mobile communication device as 
solicited. 



1 8. The interchangeable cover of claim 1 7, wherein the designated party is a 
selected one of a message service, a health care provider, a family member, and 
relative. 
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1 9. The interchangeable cover of claim 1 2, wherein said one or more components 
further comprise a motion sensor to sense and report on motion of the mobile 
communication device, and said at least a selected one of data and logic is equipped 
to at least contribute to Identify at least a selected one of the mobile communication 
device having been stationery for a period, and the mobile communication device 
having experienced a rapid change in altitude in excess of a change rate threshold. 

20. The interchangeable cover of claim 1 2, wherein the cover body is U-shaped 
and designed to be attached to the mobile communication device from a side of the 
mobile communication device. 

21 . The interchangeable cover of claim 1 2. wherein the interchangeable cover is 
a front cover plate, with the cover body designed to be attached to the mobile 
communication device from a front of the mobile communication device. 

22. The interchangeable cover of claim 12, wherein the interchangeable cover is 
a back cover plate, with the coyer body designed to be attached to the mobile 
communication device from a back of the mobile communication device. 
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